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4" (MIN) PVC DRAIN 
PIPE PER WSDOT 
SPEC. 9-05.1 (5), 
MAINTAIN POSITIVE 
SLOPE 

4" (MIN) PERFORATED PVC 
UNDERDRAIN PIPE PER WSDOT 
SPEC. 9-05.2(6), LAID LEVEL 

1 oo' (MAX) 

PLASTIC BOX 
MARKED "DRAIN" 

WASHED DRAIN 
ROCK, SEE 
NOTE 2 

GEOTEXTILE, 
SEE NOTE 1 

SECTION 
NTS 

PROFILE 
NTS 

1' (MIN) 
ABOVE 

SEASONAL 
HIGH 

GROUNDWATER 
TABLE OR 

HYDRAULICALLY 
RESTRICTIVE 

LAYER 

REMOVABLE PUSH-ON PVC TEE 

GENERAL NOTES: 

1. REFER TO THE 2017 CITY OF EDMONDS 
STORMWATER ADDENDUM FOR SETBACK 
(CHECKLIST 13) AND INFEASIBILITY REQUIREMENTS. 

2. MIN COVER DEPTHS ASSUME NO VEHICULAR 
LOADING. DESIGNER TO SPECIFY COVER DEPTHS IF 
VEHICULAR TRAFFIC ANTICIPATED. 

NOTES: 

1. PLACE GEOTEXTILE FABRIC ALONG WALLS AND TOP 
OF WASHED ROCK. GEOTEXTILE SHALL CONFORM TO 
WSDOT SPEC. 9-33.2(1 ), GEOTEXTILE FOR 
SEPARATION, NON-WOVEN TYPE. 

2. WASHED DRAIN ROCK SHALL CONFORM TO WSDOT 
SPEC. 9-03.12(5), GRAVEL BACKFILL FOR DRYWELLS. 

3. OBSERVATION WELL SHALL CONFORM TO WSDOT 
SPEC. 9-05.2(6), PERFORATED PVC UNDERDRAIN 
PIPE. 
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